
High Durable Paint

Products

Novelis has developed a new paint generation system –

SuperWindy®. Due to the Windy® brand success, Novelis

has created a new paint system more resistant to weather

agents. It has been generated a pre-painted aluminium 

product which boasts an excellent behaviour in the 

aggressive environments and against any form of corro-

sion. Particularly high performances are obtained against 

some exposure in particularly against UV rays resistance, 

that is the main cause of colour variation.

The continuous process progress of the products’ deve-

lopment has allowed to combine the previous excellent 

qualities of the Windy® brand – high elasticity and very 

good behaviour to bend – with the implement of a 

further paint barrier which maintains the colour aspect 

unchanged over the time. Super Windy® lends itself into 

a wide range of applica-tions in the cladding facade and 

windows’ profile markets.

To meet the market requests the product has specific 

features which make it particularly versatile and adap-

table to different segments and architecture applications:

good bending properties, paint elasticity, that avoids 

cracks during the bending phase, perfect flatness of the 

aluminium support, resistance to aggressive and polluting 

agents, high durability, wide colours’ range. 

It’s important to remember that the Novelis pre-painted 

aluminium is produced with a pre-treatment process 

totally chrome-free that allows a perfect adhesion of the 

paint. 

Novelis is one of the companies that focuses on environ-

mental topics and has been one the first companies that 

has been certified in conformity with ISO EN 14001 and 

OHSAS 18001 standards by the Certification Company 

RINA, Registro Italiano Navale.
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Tempers
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Surface
finishing

Mechanical
properties
after coating

Main 
characteristics

Metal specifications

EN AW 5005 according EN 573-3

H42 according EN 515

Gauge: 1-2 mm

according EN 485-4

Wide range of colours
Gloss: from 30 to 50 gloss (High Gloss 
on request, on specific colours only.)

according EN 1396
Rm [MPa]     125-165
Rp0.2 [MPa]   80 min
A50mm[%]     5 min for 1.0 - 1.5 mm
A50mm[%]     6 min over 1.5 mm

   Very good bending behaviour
   Perfect flatness of the aluminium                                                                                      
    support
   Resistance to weathering
   Wide range of colours

Paint system

Pre-treatment
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UV-B Resistant (504 hours)

Coating specifications

New “Super Windy®” paint system, 
super-polyurethane, with high dura-
bility and with improved UV resistance.

Degreasing and chromium free treat-
ment on top and reverse side. 
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